GENERAL NOTES

INTERSECTION SIGHT TRIANGLES TYPICALLY ARE 60 FEET BY 60
FEET MEASURED FROM THE TOP BACK OF CURB. INTERSECTION
NS N GEOMETRY WILL CHANGE SIGHT DISTANCE REQUIREMENTS. NO
IMPROVMENTS ALLOWED OVER 3 FEET HIGH MEASURED FROM THE
TOP BACK OF CURB (UNLESS OTHERWISE APPROVED BY THE CITY
TRANSPORTATION ENGINEERD.
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TREES MUST BE PLANTED OUTSIDE OF THE SIGHT TRIANGLE.
BRANCHES NEED TO BE TRIMMED TO NINE <95 FEET ABOVE THE
SN N1 TOP BACK OF CURB.
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3. REQUIRED SIGHT DISTANCE TO STOP SIGNS ON ROADS WITH A
SPEED LIMIT OF 25 MPH IS 100 FEET. SPEED LIMITS OF 30 MPH
OR MORE REQUIRES 130 FEET OF CLEAR SIGHT DISTANCE TO
STOP SIGNS.
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it T 4, ON ROADS WITH A SPEED LIMIT OF 30 MPH OR MORE REQUIRES
THAT STREET TREES WITHIN THE FIRST 100 FEET OF THE
INTERSECTION BE PLANTED TEN (10> FEET BEHIND THE TOP BACK
OF THE SIDEWALK.
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S. STREET TREES PLANTED WITHIN THE PARKSTRIP SHALL BE

A@ TRIMMED TO 14 FEET ABOVE THE TOP BACK OF CURB WHEN THE
_ 6. FOR T-INTERSECTIONS USE A 60 FEET BY 20 FEET SIGHT
SECTION A—A
a NOTE 1 TRIANGLE MEASURED FROM THE TOP BACK OF CURB <60 FEET
BEING ON THE THROUGH STREET).
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Gas
w_ Station CANOPY CROSSES INTO THE ROADWAY AREA (BEYOND THE TOP
NOTE 2 BACK OF CURB).
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